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WESPINE INDUSTRIES PRODUCT AND SIZE LISTING

For stock availability contact your Wespine Distributor [ standard run size Issue: August 2005

Non Standard subject to availability

|STRUCTURAL |

MGP10 /12 / 15 GRADE

70x 35

90 x 35 120
120 x 35 90
140 x 35 75
170 x 35 60
190 x 35 60

240 x 35 F7 Only 45

290 x 35 F7 Only 32

70 x 45 120

90 x 45 96
120 x 45 72
140 x 45 60
190 x 45 48
240 x 45 36

290 x 45 F7 Only 24

90 x 35 Buttjointed MGP10 /12 / 15
120 x 35 Buttjointed MGP10 /12 /15 42
90 x 35 Masonry Top Plate 120

DRY SAWN STRUCTURAL

100 x 38 Wesbatten - Dry Sawn 91
100 x 75 Wunderpurlin - Dry Sawn 42
F5 GRADE

IWESPINE BLUE (H2 - F Hazard Treatment Level) |

MGP10 /12 / 15 GRADE

70x 35 ] ]
90 x 35 120 | |
120 x 35 90 ] ]
140 x 35 75 | |
170 x 35 60 ] ]
190 x 35 60 || |
240 x 35 F7 Only 45 | ]
70 x 45 120 [ ]
90 x 45 96 |
120 x 45 72 N B BN =
140x 45 60 Il I E .
190 x 45 48 N B BN =
240 x 45 36 Il I E .
290 x 45 F7 Only 24 | | | |
100 x 38 Wesbatten Il B B B
100 x 75 Wunderpurlin 42 - - - -
90 x 35 Masonry Top Plate 120
I N
150 x 25 Valleyboard - Dry Rough Sawn 92 - - -
175x 25 Ridgeboard - Dry Rough Sawn 92 - - -
200 x 25 Ridgeboard - Dry Rough Sawn 69
70x35 Non-Structural 150 - - -
90 x 35 Non-Structural 120 ] ] ]




|SUPAPINE (H3 Hazard Treatment Level) |
MGP10 / F7 DRESSED

70x 35
90 x 35 120
120 x 35 90
140 x 35 75
190 x 35 60
70 x 45 120
90 x 45 96
120 x 45 72
140 x 45 60
190 x 45 48
240 x 45 36
290 x 45 F7 Only 24
F5 / F7 DRESSED (H4 Hazard Treatment Level)
70x 70 [ 50
*+90 x 90 (H4) | 48
|SUPAPINE (H3 Hazard Treatment) |

SUPAPINE - SAWN

*38 x 10

50x 25 182

150 x 25 80
***100 x 100 Stump F7 Only 42
**100 x 100 Post F7 Only (H: 32
**200 x 75 Sleepers (H4) 18

SUPAPINE - FENCING PROFILES (H3 Hazard Treatment)

70x19 DAR Picket Blanks 250
| 70 x 19 \ DAR \ Windsor & Saxon Pickets \ 120 \ \ \ \ \ \ \ \ ‘ |

SUPAPINE - FENCING COMPONENTS (H3 Hazard Treatment)

150 x 17 Palings

75 x 38 Rails 117

100 x 38 Rails 91
**125 x 75 (H4) Posts 30

SUPAPINE - PROFILES (H3 Hazard Treatment)

140 x 19 Rusticated Weatherboard 600m 9m an ) |

170 x 30 Fascia or Barge Primed 24 om an

190 x 30 503 | Fascia or Barge Primed 24 omandup) |

70 x 35 Lattice Capping 150 -
90 x 22 153 Ribbed Decking 200 omaridip) |

*42 x 35 DAR ROM 240 Om and up)

STANDARD CONDITIONS AND VARIATIONS
1. Standard lengths - 0.9m to 6.0m.
2. All material is treated to Hazard level 3 (H3) retention levels in accordance with AS1604.1-2000 except for
items marked with an asterisk which are treated to the following:
*** 100 x 100 Stumps are treated to Hazard Level 5 (H5) retention level.
** 125 x 75, 100 x 100 Posts are treated to Hazard Level 4 (H4) retention level.
* Lattice batten which is treated to Hazard Level 2 (H2) retention level.

[APPEARANCE - STANDARD ]

DRESSED ALL ROUND - STD

*42 x 19 400
70 x 19 250

Random Lengths (3.9m and up)
Random Lengths (3.9m and up)

90x 19 200 Random Lengths (3.9m and up)
120 x 19 150 Random Lengths (3.9m and up)
140 x 19 125 Random Lengths (3.9m and up)
190 x 19 100 Random Lengths (3.9m and up)

STANDARD CONDITIONS AND VARIATIONS
1. Setlengths are available in 0.9m to 3.6m lengths. Random length packs are available in lengths from 3.9m to 6.0m.
2. Items marked with an asterisk may have one fine sawn edge.

PROFILES - sTD

120 x 12 Match Lining Random Lengths (3.9m and up)
|_140x12 302 321] Match Lining | 210 | | I Random Lengths (3.9m and up)

STANDARD CONDITIONS AND VARIATIONS
1. Coverage - Floorings and Linings - listed width less 7mm
2. Check with the sales office for availability. Cutters for all above products are available and subject to minimum production quantity.



3. Set lengths are available in 0.9m to 3.6m lengths. Random length packs are available in 3.9m to 6.0m.

|SAWN |

100 x 25

125x 25 117 115
150 x 25 104 92
175x 25 78 92
200 x 25 78 69
75x 38 120 117
100 x 38 96 91
125x 38 72 65
150 x 38 64 52
200 x 38 48 39

STANDARD CONDITIONS AND VARIATIONS

1. Standard packs will be block stacked.

2. Client to specify anti-sap stain treatment when required. When anti-sap stain treatment is required the pack will have to be strip stacked.
It is the responsibility of the buyer to return the stripping sticks.

|RUN OF MILL |

DRESSED ALL ROUND - ROM

*42 x 19

70x 19 250
90x 19 200
120 x 19 150
140x 19 125
190 x 19 100
42 x 35 240

PROFILES - ROM

140 x 12 32 Regency Lining Random Lengths (3.0m and up)

SUPAPINE - DRESSED ALL ROUND - ROM

STANDARD CONDITIONS AND VARIATIONS
1. Random length packs are available in lengths from 0.9m to 6.0m.
2. Items marked with an asterisk may have one fine sawn edge.

INON STRUCTURAL |

70 x 35

90 x 35 120
120 x 35 90
140 x 35 75
170x 35 60
190 x 35 60
240 x 35 45

70 x 45 120

90 x 45 96
120 x 45 72
140 x 45 60
190 x 45 a8
240 x 45 36




|UTILITY |

DRESSED ALL ROUND - UTE

*42 x 19

70x 19 250
90 x 19 200
140x 19 125
190 x 19 100

PROFILES - UTE

140 x 12 | Lining (302, 321)
90 x 22 | Ribbed Decking (153) |

STANDARD CONDITIONS AND VARIATIONS
1. Iltems marked with an asterisk may have one fine sawn edge.
2. Non-Structural/Utility grade is not deliberately produced. Check with Sales Office for availability.



